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New LADA Granta sedan
vehicle specifications

Engine, transmission 1,6 l 8v, 5МТ, 87 hp 1,6 l 16v, 4АТ, 98
hp

1,6 l 16v, 5МТ, 106
hp

1,6 l 16v, 5АМТ, 106
hp

Body
Engine location Front lateral
Body type/number of doors sedan / 4
seats 5
Length / width / height, mm 4268 / 1700 / 1500
Wheelbase, mm 2476
Front/rear track, mm 1430 / 1414

160 145 160 160
Rear trunk capacity in passenger/commercial vehicle, l 520 / 815

Engine
Engine code 11186 21126 21127 21127
Engine type gasoline
Feed system Port electronically controlled fuel injection
Cylinder number and arrangement straight-4
Cubic capacity, cc 1596
Maximum brake power, hp / kW / r.p.m. 64 (87) / 5100 72 (98) / 5600 78 (106) / 5800 78 (106) / 5800
Peak torque, Nm / r.p.m. 140 / 3800 145 / 4000 148 / 4200 148 / 4200

Dynamic characteristics
Maximum speed, km/h 172 176 184 184
Acceleration time 0-100 km/h, sec 11,6 13,1 10,5 12,3

Fuel consumption
Urban cycle, l/100km 9,1 9,9 8,7 8,7
Country cycle, l/100km 5,3 6,1 5,2 5,2
Combined cycle, l/100km 6,8 7,2 6,5 6,5

Weight
Unladen weight, kg 1090...1150
Gross weight, kg 1560
Admissible fully loaded mass of a towed unbraked / braked trailer, kg 450 / 900
Gas tank capacity, l 50

Transmission
Transmission type 5МТ 4АТ 5МТ 5АМТ
Final drive gear ratio 3,9 4,1 3,9 3,9

Steering control
Steering mechanism Piston-rack

Tires
General proportions 175/65 R14 (82, H); 185/60 R14 (82, Н); 185/55 R15 (82, H)


